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attachments mini skid steer

tree Forks
Width: 24.5" (62.2 cm) 

Length: 45" (114.3 cm)

Weight: 162 lb (73.7 kg)

auger Drive
HigH Speed OptiOn:

85 rpm

Capacity: 13 gpm (49.2 L/min)

Weight: 154 lb (69.9 kg)

HigH tOrque OptiOn:

68 rpm

Capacity: 13 gpm (49.2 L/min)

Weight: 154 lb (69.9 kg)

Brush grapple
OptiOn 1

Width: 36" (91.4 cm)

Weight: 225 lb (102.1 kg)

OptiOn 2

Width: 42" (106.7 cm)

Weight: 245 lb (111.1 kg)

log grapple
Width: 42" (106.7 cm)

Weight: 270 lb (122.5 kg)

3-position inline: 45˚ and 90˚

hyDraulic Boring
Width: 25" (63.5 cm)

Weight: 115 lb (52.2 kg)

viBratory plow
Max plow depth: 12" (30.5 cm)

Weight: 340 lb (154.2 kg)

scrap grapple Bucket
OptiOn 1 

Width: 36" (91.4 cm)

Weight: 225 lb (102.1 kg)

OptiOn 2 

Width: 42" (106.7 cm)

Weight: 245 lb (111.1 kg)

root cutter
depth: 14" (35.6 cm) 

Weight: 550 lb (249.5 kg)

lanD leveler
Width: 49" (124.5 kg)

Weight: 170 lb (77.1 kg)

snow Blower
Width: 48" (121.9 cm)

High: 57" (144.8 cm)

Auger diameter: 14" (35.6 cm)

Weight: 490 lb (222.3 kg)

tiller
Width: 51" (129.5 cm) 

depth: 4.5"(11.4 cm) 

Weight: 256 lb (116.1 kg)

mini soD roller/unroller
Width: 50" (127 cm)

Weight: 160 lb (72.6 cm)

trencher
Width: 4 – 6" (10.2 to 15.2 cm)

depth: 24 – 48" (61 to 121.9 cm) 

power shovel
Width: 32" (81.3 cm) 

Weight: 162 lb (73.5 kg)

auger trench BackFill
Width: 52" (132.1 cm) 

Weight: 270 lb (122.5 kg)



attachments mini skid steer

stanDarD Bucket
Width: 42" (107 cm)  

Cu in: 48" (121.9 cu cm)

OtHer BuCketS AvAiLABLe:

narrow bucket: 34.5" (87.6 cm)

High capacity: 48" (121.9 cm)

Weight: 245 lb (111.1 kg)

tooth Bucket
Width: 42" (106.7 cm) 

Cu in: 48" (121.9 cu cm)

Weight: 182 lb (82.6 kg)

rock Bucket
Width: 42" (106.7 cm) 

Cu in: 48" (121.9 cu cm)

Weight: 166 lb (75.3 kg)

4-in-1 Bucket
Width: 42.5" (108 cm) 

Cu in:  60" (152.4 cu cm)

Weight: 268 lb (121.6 kg)

sweeper Bucket
Width: 42" (106.7 cm) 

Weight: 375 lb (170.1 kg)

multitask tool
Width: 24" (61 cm) 

Weight: 120 lb (54.4 kg)

Jib pole included

Dozer BlaDe
Width: 47" (119.4 cm) 

Weight: 120 lb (54.4 kg)

dOzer BLAde WidtH OptiOnAL 
tiLt

Width: 47.8" (121.4 cm) 

Weight: 120 lb (54.4 kg)

rotary Broom,  
manual angle
OptiOn 1

Width: 42" (106.7 cm)

Weight: 400 lb (181.4 kg)

OptiOn 2

Width: 48" (121.9 cm) 

Weight: 475 lb (215.5 kg)

hyDraulic hammer
diameter: 1.8" (4.6 cm) 

Weight: 180 lb (81.6 kg)

Max bpm impact frequency: 1250

harley power rake
Width: 58" (147.3 cm) 

Weight: 485 lb (220 kg)

Swing: manual or hydraulic

lanDscape rake
Width: 40" (101.6 cm) 

depth: 4.5" (11.4 cm) 

Weight: 460 lb (208.7 kg)

ForgeD Forks
Width: 30" (76.2 cm) adjustable

OptiOn 1 

Length: 32" (81.3 cm) 

Weight:  162 lb (73.5 kg)

OptiOn 2

Length: 42" (106.7 cm)

Weight: 205 lb (93 kg)

OptiOn 3

Length: 48" (121.9 cm)

Weight: 218 lb (98.9 kg)

Vermeer corporation reserves the right to make changes in engineering, design and specifications; add improvements; or discontinue manufacturing at any time Widthout notice or obligation.  

equipment shown is for illustrative purposes only and may display optional accessories or components. Please contact your local Vermeer dealer for more information on machine specifications.  

Vermeer, the Vermeer logo and equipped to do more. are trademarks of Vermeer manufacturing company in the U.s. and/or other countries. © 2013 Vermeer corporation. All rights reserved.  

Printed in the U.s.A. Please recycle.

Pn 180007864


